








Site Safe preparation

Flooring, window frames with glazing, and temporary protection
for openings must be completed prior to commencing
Gypsum work

Window open

Tile works
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loading on ceiling ( Wood finish)

Wooden elements integrated into gypsum ceilings with LED strip
lights require additional structural support to bear the load

states that wood is not gyproc finish
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Timely Jointing

Jointing and application should be completed within 4 days from
the date of gypsum board installation and allow to dry completely
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Paint or  primer within 4 days

After boarding and jointing application the
painting/primer should be completed within 4days
to avoid moisture absorption in gypsum board
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Support Island Ceilings

End support is required for island gypsum ceilings to distribute the
load evenly and avoid deflection or failure at the edges

Case to case gyproc may be
consulted for loading details
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Safe/Strong Jointing

Removal of the paper surface on gypsum board during jointing
is not permitted, as it compromises the board's integrity and
joint strength
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Connecting Ceiling section and Intermediate Channel

Use a connecting clip to connect the ceiling section to
the intermediate channel instead of a metal to metal screw.
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This document is intended to o�er general guidance on good practices for false ceiling 
installation using products marketed under our brand. It is designed for informational 
purposes to help consumers and installers improve execution quality and safety. 
However, please read the following important points carefully:

1.No Execution Control: We are solely the manufacturer and supplier of ceiling materi-
als through retail distribution. We do not control, supervise, or certify the installation 
work carried out by third-party installers or contractors.

2.Installer Responsibility: The responsibility for correct installation, compliance with 
safety practices, and adherence to applicable building codes lies entirely with the 
executing contractor or installer engaged by the end-user. Consumers are advised to 
ensure the installer is quali�ed and experienced.

3.Product Selection and Application: We o�er a range of ceiling materials designed for 
various applications. It is the responsibility of the buyer and installer to choose the 
right product based on the speci�c site conditions. We cannot be held liable for 
underperformance or failure due to incorrect product usage.

4.System Compatibility and Mixing of Materials: For best results, our products should 
be installed as part of a compatible ceiling system using components supplied or 
recommended by us. The use of mixed-brand or unbranded/local materials in combi-
nation with our products may a�ect performance, safety, and appearance. We do not 
assume any responsibility for issues arising from such combinations.

5.No Warranty on Execution: This guide does not imply any warranty or guarantee on 
the quality or safety of workmanship by third parties. Any problems arising due to 
faulty installation, product mixing, or deviation from recommended practices are 
outside the scope of our liability.

6.Limitation of Liability: By using this document, the reader agrees that the brand shall 
not be held liable for any direct, indirect, or consequential loss, damage, or injury 
resulting from the use, misuse, or interpretation of the content herein.

Disclaimer
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Gyproc India Corporate O�ce

Saint-Gobain India Pvt Ltd - Gyproc Business,
Leela Business Park, 5th Level,

Opposite Leela Hotel, Andheri-Kurla Road,
Andheri (East), Mumbai - 400059,

Maharashtra, India
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