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Characteristics : 
Gyproc® Metlance™ Linear C Closed ceiling system is made of Aluminium panels that are easy to mount on the carrier. 
The box-shaped panels are with a 16 mm joint in-between, and they augment the linear visual appearance of the ceiling 
while giving a directional feel to the room.

Application :
Wall to Ceiling Applications, Restrooms, Changing Rooms, Passages etc.

Physical Properties : 
Thickness (mm)		  : 0.7±0.05
Length (mm)			   : 2400/3000/3600 (±4)
Width (mm)		  	 : 84/134/184/234/284/334 (±1)
Height (mm)			   : 18 (Approx.)
Material 			   : Aluminium
Finish			   : Powder coated
Colour			   : As per RAL code
			   	

Metlance™ Linear C Ceiling_Aluminium

Saint Gobain India Pvt Ltd - Gyproc® Business reserves the right to revise product specification without notice. The information herein should not be read in isolation as it 
is meant only as guidance for the user, who should always ensure that they are fully conversant with the products and systems being used and their subsequent installation 
prior to the commencement of work.

Corporate Office:  Saint-Gobain India Pvt Ltd,Gyproc Business, Leela Business Park,	 Contact Us :  18001037897 (TOLL FREE)  
	           5th Level, Opposite Leela Hotel, Andheri-KurlaRoad, 		  Email           : gyprocindia@saint-gobain.com
	           Andheri (East), Mumbai - 400059,Maharashtra, India 		  Website      : https://www.gyproc.in/


