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The Gyproc Ceilings Check List

Plasterboard

Gypboard® Plain
(for application in Dry
areas)

Thickness (mm)
12.5

Width x Length (mm)

Identity of Genuine Gyproc®Material - Gypboard® Plain
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I Grey face paper

Resistant (MR) Board
(For wet area application)

Thickness (mm)
12.5

Width x Length (mm)
1219 x 1829

1219 x 1829 I Brown reverse side paper
Or
Gyproc® Moisture Identity of Genuine Gyproc® Material - Gyproc® Moisture Resistant

psy DU A3

Green Face Paper

P Brown reverse side '

Jointing & Finishing

Gyproc® Pro-Fill® or Easi-Fill® Jointing Compund

Gyproc® Paper tape

Jointing Compound
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Net Weight
25 kg
# gyproc
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Gyproc® Fiber tape
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. Easi-Fill’90
Jointing Compound
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Net Weight
20 kg
& gyproc
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& gyproc

SAINT-GOBAIN

Metal Components & Accessories

Identity of Genuine Gyproc® Material - GypSerra®

GypSerra® GypSerra® GypSerra®
Ceiling Section Perimeter channel Intermediate channel

GypSerra® 7 Gyproc® Connecting Clip
Ceiling Angle &

Gyproc® Drywall Screws Gyproc® Metal to
Metal Screws

O &
80_ ?@@

Gyproc® Soffit Cleat

Boarding

Framing

For more information on False ceilings, write to us at : gyprocindia@saint-gobain.com
or Call us on our Toll-Free help line - 1800 103 7897



